
At Deployed 

Logix we’re 

redefining rapid 

deployment. Through 

our extensive work with law 

enforcement, search and rescue 

teams, various f irst responders, private 

organizations both domestically and abroad, 

and the mil i tary, our team understands that when 

a crisis calls, seconds count. Discover why we are 

the leader in American-made, rapidly deployable disaster 

preparedness products.

MODULAR HARD FLOOR
• Heavy-duty modular system.

• Can handle loads up to 20000 lb/ft2 (97648 k/m2) per square foot.

• Snaps together quickly and easily.

• COMES preassembled in 4 x 3 ft (1.22 x 0.91 m) sections.

Proudly made in the USA. 
CAGE CODE: 7CFK2 I DUNS#: 079751064

Specif ication and design may be altered without notice due to 
continuous product development. LAST UPDATED APRIL 2023.
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M O D U L A R  H A R D  F L O O R  s p e c i f i c a t i o n s
Load Capacity: 20,000 lb/ft² (97648.6 kg/m²) Static load, solid sub-surface

floor tiles dimensions: Including connection lugs - 12.5 x 12.5 in (31.8 x 31.8 cm)
Not including connection lugs - 11.88 x 11.88 in (30.2 x 30.2 cm)

floor tiles weight: 1.35 lb (0.61 kg)

ramps dimensions: Female - 11.88 x 3 in (30.8 x 7.62 cm)
Male - 11.88 x 3.5 in (30.8 x 8.90 cm)

ramps weight: 0.31 lbs (0.14 kg)

Materials: High impact polypropylene

Certifications: Berry Amendment Compliant, Made in the USA

FEATURES:

• Made of high impact injection molded polypropylene: Tough and durable flooring 
with high load capacity

• Easy no tool assembly: Easily lay out complex flooring configurations down to the 
nearest foot

• Positive but flexible connection method: Allows floor to be securely placed over 
moderately uneven terrain


