
At Deployed 

Logix we’re 

redefining rapid 

deployment. Through 

our extensive work with law 

enforcement, search and rescue 

teams, various f irst responders, private 

organizations both domestically and abroad, 

and the mil i tary, our team understands that when 

a crisis calls, seconds count. Discover why we are 

the leader in American-made, rapidly deployable disaster 

preparedness products.

GET-MX TRAILER
• TT-F LIGHT TACTICAL FLAT DECK TRAILER WITH shelter STORAGE RACK.

• 5.0 ton HVAC and 15 kw generator included.

• Engineered to match the track width/clearance of the U.S. Military HMMWV.

• dimensions: 132 x 85.60 x 45.50 in (335.28 x 217.42 x 115.57 cm).

Proudly made in the USA. 
CAGE CODE: 7CFK2 I DUNS#: 079751064

Specif ication and design may be altered without notice due to 
continuous product development. LAST UPDATED AUGUST 2022.
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G E T - m X  T r a i l e r  S p e c i f i c a t i o n s
DIMENSIONS: 132 x 85.60 x 45.50 in (335.28 x 217.42 x 115.57 cm)

Track width: 72.50 in (184.15 cm)

Ground clearance: 16 in (41.64 cm)

MAX VEHICLE WEIGHT: 4200 lb (1905.1 kg)

curb WEIGHT: 1280 lb (580.6 kg)

Max payload capacity: 2920 lb (1324.5 kg)

Electrical: • Volt DC sealed lighting system with blackout convoy lights
• 12 pin connector plug mates with HMMWV

Measurement type:

Features:

• Free backing hydraulic surge brakes with automatic breakaway actuation
• Independent, torsion elastic, shock mounted suspension
• Rugged, riveted aircraft-aluminum construction with durable E-coat finish
• HMMWV interchangeable lights and tires
• Tubular steel axle

5 . 0  T O N  H V A C  S p e c i f i c a t i o n s
DIMENSIONS: 60 x 35.50 x 47.50 inch (152.40 x 90.17 x 120.65 cm)

Electrical: 230V Single phase // 60 Hz

Cooling capacity: 62000 BTU/hr

Features: • Powder-coated cabinet
• Trailer mounted

Includes:
(1) Thermostat 
(1) Protective vinyl cover 
(2) Ducts, Length: 15 ft (4.57 m), Diameter: 10 in (25.40 cm)

1 5  k v a  m q  p o w e r  g e n e r a t o r  S p e c i f i c a t i o n s
Dimensions: 56.50 x 26 x 36 in (143.51 x 66.04 x 91.44 cm)

Electrical: 120/240V Single phase // 60Hz // 14 kW

Features:

• Steel
• Sound attenuated
• Weather-resistant
• Lockable housing
• Trailer mounted

Engine type: Gen 14kW Kubota Tier 4

Noise level: 63 dB(A)
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