MO POWER DIESEL GENERATOR

- PRECISE VOLTAGE CONTROL WITH SUPERIOR MOTOR STARTING CAPABILITY.

At Deployed

Logix we're
redefining rapid - AUTO START/STOP FOR OPERATION FROM REMOTE LOCATION.

deployment. Through

our extensive work with law = QUIET AND POWERFUL GENERATOR.

enforcement, search and rescue

teams, various first responders, private - POWDER-COATED / E-COATED, WEATHER-RESISTANT STEEL HOUSING.

organizations both domestically and abroad,

and the military, our team understands that when

a crisis calls, seconds count. Discover why we are

the leader in American-made, rapidly deployable disaster

preparedness products.

Specification and design may be altered without notice due to
continuous product development. LAST UPDATED JUNE 2022.

Proudly made in the USA.
CAGE CODE: 7CFK2 | DUNS#: 079751064
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MQ POWER DIESEL GENERATOR SPECIFICATIONS

MODEL: 15 kW | 20 kW | 25 KVA 45 KVA | 70 VA 125 kVA
DESIGN: Revolving field, self-ventilated, drip-proof, single bearing
NO. OF POLES // EXITATION: 4/ Brushless with AVR
STANDBY RATING: 14.7 kW 22 kW 22 KW (27 KVA) 40 KW (50 KVA) 62 KW (77 kVA) 110 kW (137 KVA)
PRIME OUTPUT: 14 kW 20 kW 20 KW (25 kVA) 36 kW (45 kVA) 56 kW (70 kVA) 100 KW (125 kVA)
VOLTAGE - 3 PHASE N/A 208, 220, 240, 416, 440, 460, 480V Switchable
VOLTAGE - 1 PHASE 120/240 120, 127, 139, 240, 254, 277V Switchable
ARMATURE CONNECTION: Series Star with Neutral / ZigZag
VOLTAGE REGULATION: +0.5%
FREQUENCY: 60 Hz
FREQUENCY REGULATION: +-0.25% Includes Electric Governor
POWER FACTOR 1 08
DIESEL ENGINE
MAKE / MODEL: Kubota / D1503 lsuzu / 4LE2T lsuzu/4LE2X | Isuzu/4d1X | Isuzu/4HK1X
EMISSIONS // STARTING: Tier 4 Final
STARTING SYSTEM: Electric
DISPLACEMENT: 1499 cc 2,179 cc [ 2099cc | 5193 cc
NO. OF CYLINDERS: 3 4
e 248 HP 402 HP 65.7 HP 925 HP 152 HP
FUEL TANK CAPACITY: 16.4 gal. (62L) 417 gal. (158 L) 79.2 gal. (300 L) 103 gal. (390 L) 169 gal. (640 L)
FUEL CONSUPTION G/HR (L/HR):
Full load 1.09 gal. (4.1L) 162 gal. (6.1L) 1,66 gal. (6.3 L) 2.7 gal. (1041) 44.qal. (166L) 74gal. (269L)
-3/4 load 080 gal. (3.0L) 126 gal. (4.7L) 121gal. (46L) 2.1gal. (8L) 35gal. (1341) 56gal. (21.21L)
112 load 64 gal. (241) 0.94 gal. (3.5 L) 0.85 gal. (3.2 L) 15gal. (56L) 26gal. (9.8L) 41gal. (155L)
-1/4 load 41gal. (161) 0.67 gal. (2.5 L) 0.58 gal. (2.2 L) 0.9gal. (3.4L) 17 gal. (64L) 26gal. (100L)
DEF TANK CAPACITY: N/A 74gal. (281)
COOLANT CAPACITY: 1.85gal. (7.0L) 23gal. (88L) 444 gal. (168 1) 55 gal. (211) 10.3 gal. (39 L)
OIL CAPACITY: 148 gal. (5.6 L) 2.28 gal. (10.5L) 32 gal. (1221) 3.96 gal. (15L) 6.05 gal. (22.91L)
BATTERY: 12V 70 Ah x 1 12V 53Ah x 1 12V 72Ah x 1 12V 75Ah x 1 12V 150Ah x 1
e 56.3 x 25.6 x 35.4 in 72x31x501n 84x35x61in 105 x 38 x 69 in 120 49 x 73 in
(143 x 65 x 90 cm) (182 x 79 x 126 cm) (213x95x 155¢cm) | (267 x95x 173 cm) | (305 x 124 x 185 cm)
DRY WEIGHT: 1179 Ib (535 kg) 1797 b (815 kg) 23371b(1,060kg) | 33291b(1510kg) | 5291 Ib (2400 kg)
AMPS
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THREE PHASE 240V: N/A 60A 108A 168A 301A
THREE PHASE 480V: N/A 30A 54A 84A 150A
SERVICE CONNECTIONS
PHASE: 1 111113
SERVICE: 120/AC 308 120V AC 201 {0240V AC SOAY
120/240V AC 30A// | 120/240V AC 50A 190 - 480V AC
120/240V AC 50A
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HESRILERSR £3-6369 1@ & 3 @ Output Terminals
CS-6369
QUANTITY: 201111 4112 40201 4113001




