
At Deployed 

Logix we’re 

redefining rapid 

deployment. Through 

our extensive work with law 

enforcement, search and rescue 

teams, various f irst responders, private 

organizations both domestically and abroad, 

and the mil i tary, our team understands that when 

a crisis calls, seconds count. Discover why we are 

the leader in American-made, rapidly deployable disaster 

preparedness products.

X-16 THREE-LANE DECON //

Specification and design may be altered without notice due to 
continuous product development. LAST UPDATED MAY 2023.

• Coiled handheld sprayers with full cone nozzles allows for a full deluge on a patient.

• Large Containment Berm holds up to 450 US Gal. (1703.4 l).

• Oversize lanes allow for ambulatory and non-ambulatory care.

• Toolless setup for easy deployment.

PICTURED WITHOUT ROOF AND WALLS FOR GREATER CLARITY

Proudly made in the USA. 
CAGE CODE: 7CFK2 I DUNS#: 079751064
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x - 1 6  t h r e e  l a n e  d e c o n  S P E C I F I C A T I O N S
System Weight: 573 lb (259.9 kg)

Deployed Dimensions (l x w x h): 16 x 21 x 10 in (4.88 x 6.40 x 3.05 m)

Min/ Max Inlet Pressure: 40 - 80 PSI Max.

Nozzle Flow Rate: 1.5 GPM @ 40 PSI

Service Connections:

Water Inlet: ¾ Female GHT

Drain Pump Inlet / Outlet: ¾ Male GHT

Disrobe / Redress Areas:

Center Lane (2): 48 x 70 in (121.92 x 177.80 cm)

Outside Lane (2): 48 x 48 in (121.92 x 121.92 cm)

Rinse Lane Dimensions:

Center Lane: 84 x 70 x 88 in (213.36 x 177.80 x 223.52 cm)

Outside Lane: 84 x 48 x 88 in (213.36 x 121.92 x x 223.52 cm)

Kit Includes:

(1) Center decon lane with attached plumbing fixture 
(2) Outside decon lane with attached plumbing fixture
(1) Containment berm
(2) X-Series three-lane endwall
(2) Drain pumps
(2) Drain check valves
(2) Timer delay pump switch
(2) Drain hose with strainer
(3) 80 x 60 x 2 in (203.20 x 152.40 x 5.08 cm) folding drainage floor
(3) Labeled carry bag for decon lane sections
(6) Coiled quick connect hand sprayers

Features and Benefits:

• Three Lane - Three Stage First Receiver Decon: Designed around current 
decontamination doctrine to provide safe and effective decon care to patients

• Large Accessible Decon Enclosures - 96 ft2 Of Decon Rinse Enclosure: 
Oversize lanes allow for ambulatory and non ambulatory decon as well as 
allowing for free movement and visibility when wearing bulky PPE

• Coiled Handheld Sprayers With Full Cone Nozzles: Prevents sprayers from 
becoming tangled in the unit and allows for a full deluge of water on a patient

• Tooless Setup And Strike: No special skills required to deploy
• Double Panel Doorways: Prevents overspray while preserving patient privacy
• Large Containment Berm Holds Up To 450 US Gal. (1700 L): Extended 

decon operations and allows for superior containment of waste water


