POWER LOGIX®

T10W FLEXIBLE PANEL

RUGGED + COMPACT

VERSATILE + CONVENIENT
LIGHTWEIGHT, ULTRA-THIN PROFILE
HIGH-PERFORMANCE OFF-GRID POWER

CREATING U.S. JOBS SINCE 2012 | CAGE CODE: 7CFK2 | DUNS#: 079751064
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FEATURES:

FIND OUR ENTIRE LINE OF PRODUCTS AT DEPLOYEDLOGIX.COM

PRODUCTS AND INFORMATION ARE PROPRIETARY TO DLX AND MAY BE PROTECTED BY ONE OR MORE ISSUED AND/OR PENDING PATENTS.
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AT ALL TIMES
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T10W FLEXIBLE PANEL
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TECHNICAL SPECIFICATIONS E
Model No. SG-TF-M2-110W N
Cell Type Monocrystalline e
Peak Power (Pmax) 110Wp E‘
Power Tolerance Range (%) +3% o )
Open Circuit Voltage/Voc (V) 315 1822 mm
Max. Power Voltage/Vmp (V) 26.9 400 mm 4.0 mm? PV cable smm
Short Circuit Current/lsc (A) 4.29 © ©
Max. Power Current/Imp (A) 4.09
Max. System Voltage (V) 600V DC
Dimensions (mm) Monocrystalline
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PRODUCT REPRESENTATION AS OF OCTOBER 2025.
ALTERATIONS MADE WITHOUT NOTICE DUE TO CONTINUOUS PRODUCT DEVELOPMENT.
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