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RELIABLE HELIOS LIGHTING SYSTEM
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SOLAR PANEL
FIND OUR ENTIRE LINE OF PRODUCTS AT DEPLOYEDLOGIX.COM
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A STEP AHEAD
LIGHTING

HELIOS LIGHTING SYSTEM

LOW THERMAL SIGNATURE HELIOS LIGHTING SYSTEM DEPLOYED INSIDE AN ASAP-18
BRIGHTER THAN COMPETITIVE LIGHT SYSTEMS

EVEN LIGHT DISTRIBUTION WITHOUT BRIGHT SPOTS

EASY INSTALLATION WITH PRE-INSTALLED HANGERS

CAN STILL WORK EVEN WHEN A SECTION IS DAMAGED

REDUCED SIZE, WEIGHT, POWER + COST (IMPROVED SWAP-C)

OPERATES VIA OPTIONAL BB-2590/U BATTERY OR AC POWER SOURCE

SINGLE STRAND FLEX (SSF), DUAL LIGHTING TYPE: WHITE + BLACKOUT*

*BLUE/GREEN BLACKOUT WAVELENGTH PROVIDES MEDICAL PERSONNEL
THE ABILITY TO DISTINGUISH BETWEEN BLOOD + OTHER BODILY FLUIDS IN BLACKOUT CONDITIONS.

DIMENSION/DIAGRAM

PRODUCT REPRESENTATION AS OF OCTOBER 2025.
ALTERATIONS MADE WITHOUT NOTICE DUE TO CONTINUOUS PRODUCT DEVELOPMENT.


mailto:sales%40deployedlogix.com?subject=Helios%20Lighting%20System%20Availability
https://x.com/DeployedLogix?ref_src=twsrc%5Egoogle%7Ctwcamp%5Eserp%7Ctwgr%5Eauthor
https://www.facebook.com/deployedlogix/
https://www.instagram.com/deployedlogix/?hl=en
https://www.linkedin.com/company/deployed-logix
https://www.linkedin.com/company/deployed-logix

VARIATIONS

MODEL NO. NUMBER + LENGTH OF SSF AVAILABLE COLORS

SYSTEM LIGHT DESCRIPTION WHITE W + BLUE-GREEN W + NVG RED
HELIOS 3 2 STRANDS x 3 m (9.8 ft) X X X
HELIOS 6 2 STRANDS x 6 m (19.7 ft) X X X
HELIOS 9 2 STRANDS x 9 m (29.5 ft) X X X
HELIOS 12 2 STRANDS x 12 m (39.4 ft) X X X

ALL SYSTEMS ARE CAPABLE OF EXPANSION. CUSTOM LENGTHS ARE AVAILABLE.
TOTAL MAX LENGTH FOR ALL SYSTEMS IS 59 FT / 18 M.

TECHNICAL SPECIFICATIONS

SPECIFICATIONS HELIOS 3 HELIOS 6 HELIOS 9 HELIOS 12
LIGHT: WHITE (W) + BLUE-GREEN (BG)
Voltage 24VDC/100-240VAC 50/60 Hz
2.0 A (W) 4.0 A (W) 6.0 A (W) 8.0 A (W)

Amperage 1.0 A (BG) 2.0 A (BG) 3.0 A (BG) 4.0 A (BG)
] 2665Im (W) 10660Im (W) 159901Im (W) 212661m (W)
umens 630Im (BG) 25191m (BG) 3778Im (BG) 5024Im (BG)
Bag Dimensions 12x 13 x 5in (305 x 330 x 127 mm)

System Weight 8.8 Ibs | 4 kg 9.8 Ibs | 4.5 kg 11.8 Ibs | 5.3 kg 13.7 Ibs | 6.2 kg
Operating Temp® (UL 62) -40° ~ 120°F (-40° ~ 49°C)

Storage Temp® -50° ~160°F (-45° ~ 71° C)

Rated Life Hrs. Light life ~ 50,000 hrs

TESTING CONDUCTED AT U.S. ARMY COMBAT CAPABILITIES
DEVELOPMENT COMMAND SOLDIER CENTER, NATICK MASSACHUSETTS.

PRODUCT REPRESENTATION AS OF OCTOBER 2025.
ALTERATIONS MADE WITHOUT NOTICE DUE TO CONTINUOUS PRODUCT DEVELOPMENT.
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WHITE LED CHARACTERISTICS

COLORMETRIC PARAMETERS

Chromaticity Coordinate: x=0.3217 y=0.3351/ u'=0.2018 v'=(duv=1.87e-03) Dx.Dy:-0.0003.0.0033
CCT=6002K Prcp WL: Ld=493.6nm Purity=3.8%

Peak WL: Lp=456nm FWHM: =28.5nm Ratio: R=16.0% G=77.1% B=7.0%

Render Index: Ra=93.6 AvgR=92.3 TM30:Rf=90 Rg=98

PHOTOMETRIC + RADIOMETRIC PARAMETERS

Flux=1484.5 Im Eff.: 126.40 Im/W Fe=5.3618 W
ELECTRICAL PARAMETERS
V=24.00V 1=0.4894 A P=11.74 W PF=1.000 F=0.00 Hz

BLACKOUT LED CHARACTERISTICS

COLORMETRIC PARAMETERS

Chromaticity Coordinate: x=0.1411y=0.3651/ u'=0.0795 v'=(duv=1.09e-01) Dx.Dy:-0.1211.0.0997
CCT=15817K Prcp WL: Ld=493.8nm Purity=63.0%

Peak WL: Lp=517nm FWHM: =32.3nm Ratio: R=0.2% G=89.3% B=10.5%

Render Index: Ra=24.2 AvgR=17.9 TM30:Rf=10 Rg=24

PHOTOMETRIC + RADIOMETRIC PARAMETERS

Flux=746.70 Im Eff.: 63.67 Im/W Fe=2.4655 W
ELECTRICAL PARAMETERS
V=24.00V 1=0.4887 A P=11.73 W PF=1.000 F=0.00 Hz

PRODUCT REPRESENTATION AS OF OCTOBER 2025.
ALTERATIONS MADE WITHOUT NOTICE DUE TO CONTINUOUS PRODUCT DEVELOPMENT.
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WHITE LED CHARACTERISTICS
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