POWER LOGIX®

CUSTOMIZABLE IN TERMS OF

EASY TO USE + OPERATE R
AVAILABLE IN VARIOUS COLORS

BLUETOOTH OR DIGITAL MONITORING

SOLAR AND ALTERNATOR CHARGING OPTIONS
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ROBUST + PORTABLE
POWER

PLEx-HQcase

(2) 15 A OUTLETS

5.12 kWh ENERGY STORAGE

300VA INVERTER, 120 A DC CHARGER

(2) USB-A + (1) USB-C + 12V CIRCULAR
SOLAR, ALTERNATOR, OR WIND CHARGING

PLEx-HQcase

SPECIFICATIONS

NOMINAL ouTPUT
VOLTAGE CAPACITY POWER INPUT VOLTAGE RANGE EFFICIENCY
. Alternator Charging:
Electrical 221)22k(\)/3hA:xb?1tntde(:IbeI: Inverter 9-17vV DC
12.8V Nominal ’ P 3000VA DC Shore/General Charging: Inverter efficiency: 93%
w/ stackable 10.24 kWh
Depot 12 Cases 700 W 90-140V AC
P Solar: 18-150VDC
TYPE CYCLE LIFE RECHARGE TIME
Alternator Charging:
Pattery Lithium Iron Phosphate (LiFePO,) 2500 cycles at 80% Depth of Dish 8 hours
ithium Iron Phosphate (LiFePO, cycles a b Depth of Dishcarge Shore/General Charging:
3.3 hours
DIMENSIONS (W X L X H) WEIGHT ENCLOSURE MATERIAL
Physical
38x25x16in 238 Ib Low Density Polyethylene
OPERATING TEMP STTOET\:PGE HUMIDITY TOLERANCE 'NGRESPS) ;i?f:g“o“
Environmental
Parameters Charging: 32° - 119°F Storage: o
Discharging: -10° - 119° F -10°-119° F 95% P66

INPUT/OUTPUT PORTS COMMUNICATION INTERFACES
Interfaces + D) o
Connectivity 2) USB-A + (1) USB-C + 12V CIRCULAR . . .

(2) 15 A OUTLETS Digital Display + Manual Switch

PROTECTIONS CERTIFICATIONS

Fuses protecting cables throughout
AC Input + Output high current circuit breakers CE

AC Input: High/low frequency, high/low AC voltage, noisy waveform
Battery: Overcharge, over discharge, overtemp, undertemp + short-circuit

Safety
Features

REGULATORY COMPLIANCE INDUSTRY STANDARDS

Compliance +

Standards

Adheres to local + international regulations Smart Battery System (SBS) compliant

INCLUDED ACCESSORIES OPTIONAL ADD-ONS

Accessories +

€ Add-on battery expansion Depot 12 Cases, battery expansion cable,
Options

battery heater for cold climates, fan for hot climates, alternator charge
controller, Convoy 440 Solar Array+ solar array cable

Extra Fuses, Breakers, and consumables

PRODUCT REPRESENTATION AS OF MARCH 2026.
ALTERATIONS MADE WITHOUT NOTICE DUE TO CONTINUOUS PRODUCT DEVELOPMENT.
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